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Standard Specifications & Features
•	 All Stainless Steel Construction with Mirrored
	 Finish Exterior
•	 Large Exterior and Interior Access Doors
•	 Insulated Side Walls, Cone and Access Door
•	 Clear Sight Glass Windows
•	 Retractable Solid Cone
•	 Discharge Slide Gate
•	 Material Drain Port with Slide Gate

Model SHC-600 with Optional Level Switch

The SHC SERIES Drying Hoppers are designed for 
efficient mass flow of a wide variety of plastic 
materials. The use of a solid cone instead of a 
perforated diffuser cone results in uniform air 
distribution, quick and efficient material drying, 
improved mass flow and ease of cleaning. Machine, 
Mezzanine or Stand Mounted. 

Hopper Sizing Formula:
MCF - Minimum Hopper Cubic Foot
PPH - Pounds per Hour
RT   -  Residence Time
MBD - Minimum Bulk Density

SHC DRYING HOPPER
Models 25 - 1000

MCF = ------------PPH x RT 
MBD 

Hopper Application Options
•	 Bunting Drawer Magnet (Temp Range 180 - 250oF) 
•	 Bunting High Temp Drawer Magnet for Temps > 250oF
•	 RH (Remote Hopper Mounted Heater)
•	 Custom Throat Adapter
•	 LS Chamber
•	 PureFlo Chamber
•	 Self Contained Loader
•	 LS-B Brushless Loader
•	 Ryng (Totalizes the weight of free flowing material as it 	
	 enters the hopper)

Hopper Configuration Options:
•	 Cap Switch and Hardware 
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Sight Glasses

•	 Single Port Convertible VTA, (1.5”, 2.0”, 2.5” and 3.0” OD)
•	 Purge Probe
•	 Frame and Beam Stand
•	 38” Drum Clearance Stand
•	 Gaylord Clearance Stand

Accessories:
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Model 25 50 75-

100

150 -

300

400-

800

M
17.0 23.0 29.0 38.0 54.0

432 584 737 965 1372

N
18.0 24.0 31.0 40.0 27.5

457 610 787 1060 699
Specifications for SHC Hoppers

Model 25 50 75 100 150 200 300 400 600 800 1000

Volume
FT3 0.7 1.4 2.2 2.9 4.3 5.7 8.6 11.4 17.2 22.9 28.6

Litres 20.1 40.2 60.3 80.4 120.6 160.8 241.2 321.6 482.4 643.2 809.9

Style of Sight Glasses Door Door C B C B A B A B&B A&B

Air Flow

Minimum (CFM) 13 24 42 42 65 65 65 128 128 128 128

Minimum (M3/Hr.) 22 40 71 71 111 111 111 218 218 218 218

Maximum (CFM) 40 71 126 126 196 196 196 384 384 384 384

Maximum (M3/Hr.) 67 121 214 214 333 333 333 653 653 653 653

A (OD)[1]
in 10 13 17 17 22 22 22 30 30 30 30

mm 254 330 432 432 559 559 559 762 762 762 762

B
in 25.5 33.3 38.0 47.0 42.5 49.0 62.0 62.0 77.0 93.0 108.0

mm 648 330 965 1194 1080 1245 1575 1575 1956 2362 2743

C
in 17.8 23.9 28.8 28.8 37.8 33.8 33.8 51.3 51.3 51.3 51.3

mm 451 607 732 732 960 859 859 1303 1303 1303 1303

D
in 8.8 12.4 13.3 13.5 20.6 16.0 16.0 25.3 25.3 25.3 25.3

mm 222 314 338 342 523 406 406 643 643 643 643

E
in 1.5 1.5 1.5 1.5 1.5/2.5 1.5/2.5 1.5/2.5 2.5/4.0 2.5/4.0 2.5/4.0 2.5/4.0

mm 38 38 38 38 38/64 38/64 38/64 64/102 64/102 64/102 64/102

F
in 16.0 19.4 19.4 19.4 22.0 22.0 22.0 22.0 22.0 22.0 22.0

mm 483 493 493 493 559 559 559 559 559 559 559

G
in 6.7 6.5 11.4 11.4 15.8 11.8 11.8 29.3 29.3 29.3 29.3

mm 170 165 290 290 401 300 300 744 744 744 744

H
in 9.9 11.1 16.0 16.0 20.8 16.8 16.8 34.3 34.3 34.3 34.3

mm 251 282 406 406 528 463 463 871 871 871 871

I
in N/A N/A 17.7 17.7 22.0 20.3 20.3 29.5 29.5 29.5 29.5

mm N/A N/A 450 450 559 516 516 749 749 749 749

J
in 16.9 20.0 22.3 22.8 27.7 28.0 28.0 34.8 34.8 34.8 34.8

mm 429 508 266 579 704 711 711 884 884 884 884

K
in 6.4 6.8 8.5 8.5 11.4 11.4 11.4 16.0 16.0 16.0 16.0

mm 163 173 216 216 290 290 290 406 406 406 406

L
in 8.0 8.0 11.0 11.0 15.0 15.0 15.0 17.0 17.0 17.0 17.0

mm 203 203 279 279 381 381 381 432 432 432 432

O
in 7.5 10.5 14.5 14.5 19.5 19.5 19.5 27.5 27.5 27.5 27.5

mm 191 267 368 368 495 495 495 699 699 699 699

P
in 7.5 10.5 14 14 19 19 19 26.3 26.3 26.3 26.3

mm 191 267 256 256 483 483 483 668 668 668 668

Shipping Weight
lbs 125 135 155 180 200 225 275 300 350 400 450

kg 57 61 70 81 68 102 125 136 159 182 204
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[1] For ID of SHC-25 to SHC-100 subract 1.0”, for ID of SHC-150 to SHC-1000 subtract  2.0”.


